
Standard design

CSM Series, extremely robust stainless steel pumps 

or system pressures.

3

3

single-stage versions.

Standard CSM: Close coupled design using a standard 

support bearings.

Centrifugal Single-stage and Multistage Pumps
CSM series

Seals:

Elastomers (FDA):

EPDM

Fluorocarbon (Viton)

Connections:

Multistage CSM pump version X

Single-stage CSM pump
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CSM MULTISTAGE GENERAL DIAGRAM

CSM SINGLE-STAGE GENERAL DIAGRAM
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kW DNa DNm A B C D E E’ F G H K ØP ØR I J J’

CSM   42 11 883

CSM   42 883

CSM   43

CSM   43 22

CSM   44 22 383

CSM   52 833

CSM   53 22

kW DNa DNm A B C D E E’ F G H K ØP ØR I J J’

CSMX  44 1188 21

CSMX  53 21

CSMX  54 1188 21

CSMX  54 37 1188 21

ØR

CSM MULTISTAGE OVERALL DIMENSIONS

“X” version

Pump type
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kW DNa DNm A B C D E E’ F G H K ØP ØR I J J’ V

CSM   51 73 728

CSM   51 73 728

CSM   51 22 73 883

CSM   61 11 731

CSM   61 731

CSM   61 731

CSM   61 22 813

CSM   81 11 731 831

CSM   81 731 831

CSM   81 731 831

CSM   81 22 813

kW DNa DNm A B C D E E’ F G H K ØP ØR I J J’ V

CSMX   51 73 21

CSMX   61 227 328 21

CSMX   81 328 21

CSMX   81 37 328 21

CSM SINGLE-STAGE OVERALL DIMENSIONS

“X” version

Pump typo
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